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Maintenance Schedule

Daily
· Pedals - ensure that the pedals are tight in crank arms; that all screws on pedals are tight; and that the pedal straps are not frayed 

· Frame wipe down the RevMaster Classic after each use to remove sweat and moisture. Use soap and water, or a diluted non-abrasive cleaner solution. Rinse to remove detergent residue and then dry. 

Weekly 
· Flywheel - wipe down the flywheel with WD-40®. This product will clean the surface of the flywheel and provide a protective barrier against moisture. 

· Brake pad - inspect the brake pad for excessive wear or dryness. If necessary, lubricate the leather brake pad with 3-N-ONE® oil. Do not use silicone-based lubricants 

· If the sponge padding is showing through the brake pad, replace the brake pad. 

Monthly
· Belt - inspect for correct alignment and tension; replace cracked, frayed, or otherwise non-uniform belt 

· Bottom bracket - inspect for side-to-side play in crank arms, and a grinding feeling in crank area when pedaling. The left bearing cup is adjustable, and over time may loosen. With a small rubber mallet, tap on the crank bolt on both sides If you see side to side movement you must remove the crank arm(s) and properly adjust the bearing cup(s). Handles - lubricate threads with multi-purpose grease 

· Belt tensioner - screw lubricate around base of screw with multi-purpose grease 

